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(57) ABSTRACT

The present disclosure relates to an electrolyte for a lithium
secondary battery capable of improving safety and reliability
of the lithium secondary battery and a lithium secondary
battery comprising the electrolyte. The electrolyte for a
lithium secondary battery of the present embodiments com-
prises a non-aqueous organic solvent, a lithium salt, flame
retarding materials of fluoroalkyl ether and phosphazene, and
a solvent comprising at least one ester.
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1
ELECTROLYTE FOR LITHIUM SECONDARY
BATTERY AND LITHIUM SECONDARY
BATTERY COMPRISING THE SAME

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims priority to U.S. Provisional Appli-
cation No. 61/426,367, filed on Dec. 22, 2010 which is incor-
porated herein in its entirety.

BACKGROUND

1. Field

The present embodiments relate to an electrolyte for a
lithium secondary battery capable of improving safety and
reliability of the lithium secondary battery and a lithium
secondary battery comprising the electrolyte.

2. Description of the Related Technology

A mixed solution prepared by dissolving one or more
lithium salts selected from LiPF,, LiBF,, LiBOB, LiFOB,
LiTFSI, LiBETI and others into a mixed solvent consisting of
cyclic esters such as EC, PC, BC, GBL, GVL and others, and
chain esters such as DMC, EMC, DEC, DPC, acetate, propi-
onate, butyrate, hexanoate and others is used as an electrolyte
for a lithium secondary battery. However, these kinds of
organic solvents may cause combustion, and they are vulner-
able to safety. In order to decrease the danger, a way of
enhancing flame retardancy by additionally mixing flame
retarding additives of fluorine-based compounds or phospho-
rous compounds such as phosphate, phosphazene and others
with an existing electrolyte has been examined.

However, it is difficult to practically apply the phosphate-
based material to the electrolyte since phosphate-based mate-
rial deteriorates ion conductivity and is easily subject to
reduction in the negative electrode. Therefore, materials such
as fluoroalkyl carbonate, fluoroalkyl ester and fluoroalkyl
ether have been examined as alternative materials instead of
the phosphate-based material.

Fluoroalkyl carbonate and fluoroalkyl ester among the
materials are excellent in flame retardancy. However, fluoro-
alkyl carbonate and fluoroalkyl ester have high side reaction
in the negative electrode and weaken interfacial properties.
Therefore, it is difficult to use fluoroalkyl carbonate and fluo-
roalkyl ester in sufficient amounts for applying flame retar-
dancy to the electrolyte. On the contrary, since fluoroalkyl
ether has relatively low reductive cleavage in the negative
electrode such that it is capable of improving safety of the
batteries without greatly deteriorating performance of batter-
ies. However, although the electrolyte should be used in an
excessive amount of 50% by volume or more with respect to
the total volume of the electrolyte such that fluoroalkyl ether
is used to show flame retardancy, properties of the batteries
deteriorate by an increase in the viscosity and a decrease in
the ion conductivity in this case. Furthermore, there is a
limitation that discharge capability during high rate discharge
and capability during the cycle life at normal temperature
decrease in that case.

SUMMARY

An aspect of the present embodiments provides a flame
retarding electrolyte for a lithium secondary battery capable
of improving safety and reliability even without deteriorating
performance of the lithium secondary battery, and a lithium
secondary battery comprising the electrolyte.
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2

Another aspect of the present embodiments provides an
electrolyte for a lithium secondary battery comprising a non-
aqueous organic solvent, a lithium salt, flame retarding mate-
rials of fluoroalkyl ether and phosphazene, and a solvent
comprising at least one ester.

The fluoroalkyl ether may be a compound represented by
the following chemical formula 1:

Rfi—O—Rf, [Chemical Formula 1]

wherein Rf, and Rf, are independently a fluoroalkyl group
having two or more carbon atoms, and the fluoroalkyl group
has a fluoridation ratio of 50 to 100%.

The phosphazene may be a compound represented by the
following chemical formula 2:

[Chemical Formula 2]

R,
ENY|
SN
il
P
Rs/l\N/ \R4
Rs

wherein R, to R, are independently F or O—R, wherein
R, is an alkyl, a fluoroalkyl or an aromatic group.

The solvent comprising at least one ester may comprise
compounds represented by the following chemical formula 3:

[Chemical Formula 3]
e}
)I\ Ry
Ry’ o~

wherein R, is an aliphatic hydrocarbon group with 1 to 4
carbon atoms, and R,,' is an aliphatic hydrocarbon group with
1 to 5 carbon atoms.

The fluoroalkyl ether may be included in a 10 to 40% by
volume with respect to the total volume of'the electrolyte, the
phosphazene-based compound may be included in 3 to 10%
by volume, and the solvent comprising at least one ester may
be included in a 20 to 70% by volume.

The fluoroalkyl ether, and flame retarding material of the
phosphazene-based compound may be included in 13 to 50%
by volume with respect to the total volume of the electrolyte.

A ratio of a content of fluoroalkyl ether to the sum of
contents of the phosphazene-based compound and solvent
comprising at least one ester may be a volume ratio 0f 0.15:1
to 1.5:1.

The non-aqueous organic solvent may comprise one or
more solvents selected from the group consisting of ethylene
carbonate (EC), fluoroethylene carbonate (FEC), propylene
carbonate (PC), butylene carbonate (BC), y-butyrolacton
(GBL) and y-valerolactone (GVL) as high dielectric constant/
high boiling point solvents.

The non-aqueous organic solvent may further comprise
one or more linear carbonate solvents selected from the group
consisting of dimethyl carbonate (DMC), ethylmethyl car-
bonate (EMC), diethyl carbonate (DEC) and dipropyl carbon-
ate (DPC), and/or fluorine-based solvents represented by the

following chemical formula 4:
Rfj—O—C(=0)—0—R [Chemical Formula 4]

wherein Rf| is a fluoroalkyl group with 2 to 4 carbon atoms,
and R is CH; or C,H.,.
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BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings are included to provide a
further understanding of the present disclosure, and are incor-
porated in and constitute a part of this specification. The
drawings illustrate example embodiments of the present dis-
closure and, together with the description, serve to explain
principles of the present disclosure. In the drawings:

FIG. 1 illustrates a partial cross-sectional view of a lithium
secondary battery according to an embodiment;

FIG. 2 illustrates a shape of T-cell in a measuring instru-
ment for measuring ion conductivity of the electrolyte;

FIG. 3 is a graph illustrating normal temperature cycle
life-evaluating results of batteries according to Example 4
and Comparative Example 6 of the present embodiments; and

FIG. 4 is a graph illustrating evaluation results of high-rate
discharging properties in batteries according to Examples 1
and 10 and Comparative Examples 6 and 7 of the present
embodiments.

DETAILED DESCRIPTION

Hereinafter, an electrolyte for a lithium secondary battery
of the present embodiments, and a lithium secondary battery
comprise the electrolyte will be described in more detail with
reference to embodiments.

An electrolyte for a lithium secondary battery according to
an embodiment comprises a non-aqueous organic solvent, a
lithium salt, flame retarding materials of fluoroalkyl ether and
phosphazene, and a solvent comprising at least one ester.

The fluoroalkyl ether may be a compound represented by
the following chemical formula 1:

Rfi—O—Rf, [Chemical Formula 1]

wherein Rf| and Rf, are independently a fluoroalkyl group
having two or more carbon atoms, and the fluoroalkyl group
has a fluoridation ratio of 50 to 100%.

In the above formula, the fluoroalkyl group represented by
Rfl and Rf2 may be an alkyl group having 2 or more carbon
atoms, preferably 2 to 6 carbon atoms.

In the above formula, the fluorination ratio means a ratio in
which substituent hydrogen atoms in an alkyl group were
substituted with fluorine. For instance, in the case of
CF,HCF,CH, group, the fluorination ratio is about 57% since
four hydrogen atoms among seven hydrogen atoms of propyl
group were substituted with fluorine.

The fluoroalkyl ether as flame retarding material is mixed
along with the non-aqueous organic solvent to form a mixed
solvent. Fluoroalkyl ether may be included in a 10 to 40% by
volume with respect to the volume of the electrolyte. Fluoro-
alkyl ether has an inadequate effect of improving the safety of
batteries since flame retardancy cannot be sufficiently given
to the electrolyte if fluoroalkyl ether is added in an amount
less than the foregoing range, and mobility of lithium ion may
decrease to have a bad influence on life performance of bat-
teries since viscosity of the electrolyte increases if fluoroalkyl
ether is added in an amount more than the foregoing range.

The phosphazene may be a compound represented by the
following chemical formula 2:
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[Chemical Formula 2]

wherein R, to R, are independently F or O—R, wherein
R, is an alkyl, a fluoroalkyl, or an aromatic group.

In the above formula, an alkyl group of the alkyl or fluo-
roalkyl group represented by R, has one or more carbon
atoms, preferably 1 to 6 carbon atoms. The aromatic group
presented by R, may be a phenyl, a naphthyl or a biphenyl
group, which is substituted or unsubstituted with an alkyl or
fluoroalkyl group with 1 to 6 carbon atoms.

The phosphazene as flame retarding material is mixed with
the non-aqueous organic solvent to form a mixed solvent. The
phosphazene may be included in 3 to 10% by volume with
respect to the volume of the electrolyte. By adding the phos-
phazene in the above range, it is possible to reduce the total
content of fluoroalkyl ether causing the viscosity to increase
in the electrolyte. The phosphazene has an inadequate effect
of improving the safety of batteries since flame retardancy
cannot be sufficiently given to the electrolyte if the phosp-
hazene is added in an amount less than the foregoing range,
and phosphazene has a bad influence on life performance of
the batteries although the safety of the batteries is improved if
the phosphazene is added in an amount more than the fore-
going range.

Flame retarding materials of the fluoroalkyl ether and
phosphazene-based compound may be included in from
about 13 to about 50% by volume with respect to the total
volume of the electrolyte in the electrolyte. It is possible to
obtain effects of improving safety and cycle life characteris-
tics of batteries at the same time by adding the flame retarding
materials in the foregoing range. The flame retarding materi-
als have an inadequate effect of improving the safety of bat-
teries since flame retardancy cannot be sufficiently given to
the electrolyte if the flame retarding materials are added in an
amount less than the foregoing range, and characteristics of
the batteries are lowered due to an increase in electrolyte
viscosity and a decrease in ion conductivity if the flame
retarding materials are added in an amount more than the
foregoing range.

The solvent comprising at least one ester may be a com-
pound represented by the following chemical formula 3:

[Chemical Formula 3]
e}
)I\ Ry
R, o~

wherein R, is an aliphatic hydrocarbon group with 1 to 4
carbon atoms, and R,,' is an aliphatic hydrocarbon group with
1 to 5 carbon atoms.

In the above formula, the aliphatic hydrocarbon group
represented by R,' and R,,' may be an alkyl, an alkenyl or an
alkynyl group.

Examples of the solvent comprising at least one ester may
comprise methyl acetate, ethyl acetate, propyl acetate, butyl
acetate, methyl propionate, ethyl propionate, propyl propi-
onate, methyl butyrate, methyl valerate, and others.
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The solvent comprising at least one ester may be added to
improve ion conductivity is mixed along with the non-aque-
ous organic solvent to form a mixed solvent. The solvent
comprising at least one ester is capable of improving ion
conductivity of the electrolyte more than a linear carbonate
solvent. The solvent comprising at least one ester may be
included in 20 to 70% by volume with respect to the volume
of'the electrolyte. The solvent comprising at least one ester is
capable of lowering viscosity of the electrolyte and improv-
ing ion conductivity by adding the solvent comprising at least
one ester in the foregoing range. The solvent comprising at
least one ester has a viscosity dropping effect of the electro-
lyte and an inadequate effect of improving ion conductivity of
the electrolyte if the solvent comprising at least one ester is
added in an amount less than the foregoing range, and the
solvent comprising at least one ester has a bad influence on
the safety of batteries since contents of the flame retarding
materials in the electrolyte decrease if the solvent comprising
at least one ester is added in an amount more than the fore-
going range.

It is preferable that a ratio of content of fluoroalkyl ether to
the sum of contents of the phosphazene-based compound and
solvent comprising at least one ester is a volume ratio of from
about 0.15:1 to about 1.5:1. Content ratios of fluoroalkyl
ether, phosphazene-based compound, and solvent compris-
ing at least one ester in the mixed solvent satisfy the foregoing
condition to provide an electrolyte having low viscosity and
high ion conductivity while maintaining flame retardancy.
Fluoroalkyl ether has a bad influence on safety of batteries if
a content ratio of fluoroalkyl ether is less than 0.15, and
fluoroalkyl ether has a bad influence on the cycle life charac-
teristics of the batteries if the content ratio of fluoroalkyl ether
is more than 1.5.

Examples of the non-aqueous organic solvent may com-
prise solvent selected from the group consisting of carbonate-
based solvent, lactone-based solvent, ether-based solvent and
ketone-based solvent, or solvent mixtures thereof.

Examples of the carbonate-based solvent may comprise
dimethyl carbonate (DMC), diethyl carbonate (DEC), dipro-
py! carbonate (DPC), methylpropyl carbonate (MPC), ethyl-
propyl carbonate (EPC), ethylmethyl carbonate (EMC), eth-
ylene carbonate (EC), propylene carbonate (PC), butylenes
carbonate (BC), and others.

Examples of ethylene carbonate may comprise difluoroet-
hylene carbonate, chloroethylene carbonate, dichloroethyl-
ene carbonate, bromoethylene carbonate, dibromoethylene
carbonate, nitroethylene carbonate, cyanoethylene carbon-
ate, fluoroethylene carbonate, and others.

Examples of the lactone-based solvent may comprise y-bu-
tyrolactone, y-valerolactone, decanolide, mevalonolactone,
caprolactone, and others.

Examples of the ether-based solvent may comprise dibutyl
ether, tetraglyme, diglyme, dimethoxyethane, 2-methyl tet-
rahydrofuran, tetrahydrofuran, and others.

Examples of the ketone-based solvent may comprise
cyclohexanone, poly(methyl vinyl ketone), and others.

The above non-aqueous organic solvents may be used
independently or in a mixture form of one or therecof. A
mixing ratio of the non-aqueous organic solvents may be
properly adjusted according to target performance of the bat-
teries if the non-aqueous organic solvents are used in the
mixture form of one or more thereof

The non-aqueous organic solvent preferably comprises
one or more solvents selected from the group consisting of
ethylene carbonate (EC), fluoroethylene carbonate (FEC),
propylene carbonate (PC), butylene carbonate (BC), y-buty-
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rolactone (GBL), and y-valerolactone (GVL) as high dielec-
tric constant/high boiling point solvents.

Ifthe non-aqueous organic solvent comprises ethylene car-
bonate, ethylene carbonate may be included at from about 5 to
about 30% by volume with respect to volume of the electro-
lyte. Conduction of ions is not smoothly performed since ion
dissociation degree in an electrolyte is lowered if ethylene
carbonate is added in an amount less than the foregoing range,
and performance of batteries deteriorates since viscosity of
the electrolyte increases if ethylene carbonate is added in an
amount more than the foregoing range.

Furthermore, the non-aqueous organic solvent may further
comprise one or more linear carbonate solvents selected from
the group consisting of dimethyl carbonate (DMC), ethylm-
ethyl carbonate (EMC), diethyl carbonate (DEC) and dipro-
py! carbonate (DPC), and/or a fluorine-based solvent repre-
sented by the following chemical formula 4:

Rf,—O—C(=0)—0—R [Chemical Formula 4]

wherein Rf] is a fluoroalkyl group with 2 to 4 carbon atoms,
and R is CH; or C,H.,.

The fluorine-based solvent represented by the foregoing
chemical formula 4 may be added to increase flame retar-
dancy of the electrolyte, and the fluorine-based solvent may
be included at from about 1 to about 10% by volume with
respect to volume of the electrolyte. Flame retardancy cannot
be sufficiently given to the electrolyte if the fluorine-based
solvent is added in an amount less than the foregoing range,
and cycle life characteristics of the batteries are lowered
although safety of batteries is improved if the fluorine-based
solvent is added in an amount more than the foregoing range.

The lithium salt acts as a supply source of lithium ions in
batteries to allow for basic operation of lithium secondary
batteries, and plays a role in promoting the movement of
lithium ions between positive and negative electrodes. The
lithium salt may be LiPF ¢ alone, or a salt mixture of LiPF; and
one or more salts selected from the group consisting of LiBF,,
LiFOB, LiBOB, LiN(SO,CF,),, LiN(SO,C,Fs),, LiFSI, and
LiN(SO,C,F,SO,). The lithium salt is preferably a lithium
saltwhich has low lattice energy and high dissociation degree
such that the lithium salt is excellent in ion conductivity and
has good thermal stability and oxidation resistance.

Itis preferable to use the lithium salt within a concentration
range of from about 0.5 to about 1.5 M. The lithium salt has
problems that performance of the electrolyte deteriorates
since conductivity of an electrolyte is lowered if the concen-
tration of the lithium salt is less than 0.5 M, and mobility of
lithium ions decreases since viscosity of the electrolyte
increases if the concentration of the lithium salt is more than
about 1.5 M.

Furthermore, an electrolyte for a lithium secondary battery
of the present embodiments may further comprise one or
more compounds selected from the group consisting of
vinylene carbonate (VC), vinyl ethylene carbonate (VEC),
succinic acid nitrile (SN), succinic anhydride (SA), and pro-
pene sultone in addition to the above-described non-aqueous
organic solvent, lithium salt, fluoroalkyl ether, phosphazene,
and solvent comprising at least one ester. The compounds
may be added as cycle life-improving additives for improving
cycle lives of batteries, and amounts of the compounds used
can be appropriately adjusted.

Hereinafter, a lithium secondary battery comprising an
electrolyte for a lithium secondary battery according to
embodiments will be described.

FIG. 1 illustrates a partial cross-sectional view of a lithium
secondary battery according to embodiments.
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Referring to FIG. 1, a lithium secondary battery according
to embodiments includes a container 10, an electrode assem-
bly 12, a cap assembly 20, and an electrolyte. In the lithium
secondary battery, the electrode assembly 12 and electrolyte
are housed in the container 10, and the cap assembly 20 is
formed by sealing a top part of the container.

The electrode assembly 12 includes a positive electrode
plate 13, a negative electrode plate 15, and a separator 14. The
electrode assembly 12 may be formed by coiling the lami-
nated layers after sequentially laminating the positive elec-
trode plate 13, separator 14, and negative electrode plate 15.

The positive electrode plate 13 is formed by applying posi-
tive electrode active materials on the surface of a positive
electrode collector. Aluminum, aluminum alloys, and others
can be used as the positive electrode collector. The positive
electrode collector may be formed in the form of a foil or
mesh. The mixture is applied on the surface of the positive
electrode collector after preparing a mixture in a slurry state
by dispersing the positive electrode active material into sol-
vent along with a binder and conductive material, and thick-
ening agent if necessary.

The positive electrode active material comprises material
into which lithium ions can be reversibly interposed, and from
which the lithium ions can be reversibly separated. Examples
of'the positive electrode active material may include compos-
ite metal oxides of lithium and at least one selected from
cobalt, manganese, and nickel. The positive electrode active
material may additionally include elements selected from the
group consisting of Mg, Al, Co, K, Na, Ca, Si, Ti, Sn, V, Ge,
Ga, B, As, Zr, Mn, Cr, Fe, Sr, V, and rare earth elements.

The negative electrode plate 15 is formed by applying
negative electrode active material on the surface of an nega-
tive electrode collector. Copper, copper alloys and others may
be used as the negative electrode collector. The negative elec-
trode collector may be formed in the form of a foil or mesh.
The mixture is applied on the surface of the negative electrode
collector after preparing a mixture in a slurry state by dispers-
ing the negative electrode active material into solvent along
with a binder and conductive material, and thickening agent if
necessary.

The negative electrode active material comprises material
into which lithium ions can be interposed, and from which the
lithium ions can be separated. Examples of the negative elec-
trode active material may include carbon-based negative elec-
trode active material (thermally decomposed carbon, coke or
graphite) of crystalline or amorphous carbon, or carbon com-
posite, burnt organic polymer compound, carbon fiber, tin
oxide compound, lithium metal, or alloys of lithium and other
elements. Examples of the amorphous carbon may include
hard carbon, coke, mesocarbon microbeads (MCMB) baked
at 1500° C. or less, mesophase pitch-based carbon fiber
(MPCF), and others. The crystalline carbon may include
graphite-based material, specifically include natural graphite,
graphitized coke, graphitized MCMB, graphitized MPCF,
and others.

The separator 14 is located between the positive electrode
plate 13 and negative electrode plate 15 to prevent a short
circuit of the positive electrode plate 13 and negative elec-
trode plate 15. Examples of the separator 14 may include
well-known materials such as polymer membranes of poly-
olefin, polypropylene and polyethylene or multilayer films
thereof, microporous films, woven fabrics, and nonwoven
fabrics.

The cap assembly 20 may include a cap plate 40, an insu-
lation plate 50, a terminal plate 60, and an electrode terminal
30. The cap assembly 20 is assembled with an insulation case
70 to seal the container 10.
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The electrode terminal 30 is inserted into a terminal
through-hole 41 formed in the center of the cap plate 40. The
electrode terminal 30 is inserted into the terminal through-
hole 41 together with the tube type gasket in a state that a tube
type gasket 46 is coupled to the outer face of the electrode
terminal 30 when inserting the electrode terminal 30 into the
terminal through-hole 41. Therefore, the electrode terminal
30 is electrically insulated with the cap plate 40.

The electrolyte is injected into the container 10 through an
electrolyte injection hole 42 after the cap assembly 20 is
assembled onto the top part of the container 10. The electro-
lyte injection hole 42 is sealed by a separate stopper 43. The
electrode terminal 30 is connected to a negative electrode tab
17 of'the negative electrode plate 15 or a positive electrode tab
16 of the positive electrode plate 13 such that the electrode
terminal 30 is operated as a negative terminal or a positive
terminal.

On the other hand, the lithium secondary battery can be
formed in a unit cell constructed in a structure of positive
electrode plate/separator/negative electrode plate, a bi-cell
constructed in a structure of positive electrode plate/separa-
tor/negative electrode plate/separator/positive electrode
plate, or a layer-built cell constructed in such a structure that
unit cells are repeated.

Further, a lithium secondary battery of the present embodi-
ments can be formed in a cylinder type, a pouch type, or other
shape besides the illustrated prismatic type.

Hereinafter, the present embodiments will be described in
more detail with reference to the following Embodiments and
Comparative Examples. However, the following Embodi-
ments and Comparative Examples are provided for illustra-
tive purposes only, and the scope of the present embodiments
should not be limited thereto in any manner.

Example 1

A positive electrode active material slurry was prepared by
dispersing [.iCoO, as positive electrode active material, poly-
vinylidene fluoride (PVdF) as binder, and carbon as conduc-
tive material into N-methyl-2-pyrrolidone solvent in a weight
ratio of 92:4:4. A positive electrode plate was manufactured
by coating the positive electrode active material slurry on an
aluminum foil with a thickness of 15 um, drying the positive
electrode active material slurry coated on the aluminum foil,
and rolling the dried positive electrode active material slurry
coated on the aluminum foil. An negative electrode active
material slurry was prepared by dispersing the mixture into
water after mixing graphite as negative electrode active mate-
rial, styrene-butadiene rubber (SBR) as binder, and car-
boxymethyl cellulose (CMC) as thickening agent in a weight
ratio of 96:2:2. An negative electrode plate was manufactured
by coating the negative electrode active material slurry on a
copper foil with a thickness of 10 uM, drying the negative
electrode active material slurry coated on the copper foil, and
rolling the dried negative electrode active material slurry
coated on the copper foil.

The coiled layers were inserted into a rectangular container
having dimensions of 46 mmx34 mmx50 mm after inserting
a polyethylene (PE) separator with a thickness of 18 um
between the electrode plates and coiling the respective layers.
An electrolyte was injected into the container to manufacture
a lithium secondary battery.

The electrolyte was prepared by mixing 1.0 M of LiPF
with a solvent mixture of ethylene carbonate (EC), fluoroet-
hylene carbonate (FEC), fluoroalkyl ether (FE), phosphazene
(Pz), and solvent comprising at least one ester. Fluoroalkyl
ether was a compound of CF,H—CF,—CH,—O—CF,—
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CF,H, phosphazene was a compound of the chemical formula
2 (R,;-R4=F and R ,=OCH,CH,), and the solvent comprising
at least one ester was a compound of ethyl propionate
(C,Hs—C(—=0)0—C,Hs).
A composition for the solvent mixture is as shown in the
following Table 1.

Examples 2 to 17

Lithium secondary batteries were manufactured in
Examples 2 to 17 in the same method as in Example 1 except
that compositions for solvent mixtures of electrolytes in
Examples 2 to 17 were prepared as shown in the following
Table 1.

TABLE 1

Solvent mixture (% by volume)

Solvent
comprising
at least one

EC FEC FE Pz EMC FC ester

Example 1 20 5 10 3 — — Esterl 62
Example 2 20 5 10 3 — — Ester2 62
Example 3 20 5 10 3 — — Ester3 62
Example 4 20 5 20 5 — — Esterl 50
Example 5 20 5 20 5 — — Ester2 50
Example 6 20 5 20 5 — — Ester3 50
Example 7 20 5 20 5 — — Ester4 50
Example 8 20 5 20 5 — — Ester5 50
Example 9 20 5 20 5 — — Ester6 50
Example 10 20 5 40 10 — — Esterl 25
Example 11 20 5 40 10 — — Ester2 25
Example 12 20 5 40 10 — — Ester3 25
Example 13 20 5 40 10 5 — Esterl 20
Example 14 20 5 40 10 5 — Ester2 20
Example 15 20 5 40 10 5 — Ester3 20
Example 16 20 5 40 10 — 5 Esterl 20
Example 17 20 5 40 10 2 3 Esterl 20
In the above table,

EC: ethylene carbonate

FEC: fluoroethylene carbonate

FE: fluoroalky! ether (CF,H—CF,—CH,—O—CF>,—CF>H)

Pz: phosphazene (compound of the chemical formula 2, wherein Rj-Rs = F, and Rg =

OCH,CHj3)
EMC: ethylmethyl carbonate

FC: fluoroethylmethyl carbonate (CF,H—CF,—OC(=0)0O—CH3)
Esterl: ethyl propionate (C,;Hs—C(=0)0O—C,Hs)

Ester2: propyl acetate (CH3;—C(=0)0—C3H7)

Ester3: methyl butyrate (C3H;—C(=0)O—CH3;)

Ester4: propyl propionate (C;Hs—C(=0)0—C3H7)

EsterS: butyl acetate (CH3—C(=0)0—C4Hy)

Ester6: methyl valerate (C4Ho—C(=0)0O—CHj)

Comparative Examples 1 to 12

Lithium secondary batteries were manufactured in Com-
parative Examples 1 to 12 in the same method as in Example
1 except that compositions for solvent mixtures of electro-
lytes in Comparative Examples 1 to 12 were prepared as
shown in the following Table 2.

TABLE 2
Solvent mixture (% by volume)

Solvent
comprising
at least one

EC FEC FE Pz EMC ester
Comparative 20 5 5 — 70 —
Example 1

10

15

20

25

30

35

40

45

50

55

60

65

10
TABLE 2-continued

Solvent mixture (% by volume)

Solvent
comprising
at least one

EC FEC FE Pz EMC ester
Comparative 20 5 50 — 25 —
Example 2
Comparative 20 5 — 2 73 —
Example 3
Comparative 20 5 — 15 60 —
Example 4
Comparative 20 5 5 2 68 —
Example 5
Comparative 20 5 20 5 50 —
Example 6
Comparative 20 5 40 10 25 —
Example 7
Comparative 20 5 50 5 — Esterl 20
Example 8
Comparative 20 5 50 5 — Ester2 20
Example 9
Comparative 20 5 55 5 — Esterl 15
Example 10
Comparative 20 5 7 3 — Esterl 65
Example 11
Comparative 20 5 7 3 — Ester2 65
Example 12

Compounds represented by respective constituents in the
Table 2 are the same as those in the Table 1.

Hereinafter, described are experimental evaluations on
electrolytes prepared by the examples and comparative
examples and lithium secondary batteries comprising the
electrolyte.

Viscosities and ion conductivities of the electrolytes were
measured in methods as described below.

Experimental Example 1
Viscosity

Viscosities of electrolytes prepared in Examples 1 to 17
and Comparative Examples 1 to 12 were measured by a
cone-plate type LVDV-I1+Pro Viscometer manufactured by
Brookfield Engineering Laboratories, Inc. in a dry room in
which ambient temperature was constantly maintained to 20°
C. 840 spindles were used as measuring spindles, rotation
velocity was maintained to 10 revolutions per minute, and
specimen loading was set to 1 mL. Viscosity values in cP
(mPa-s) were measured in 30 seconds after rotating the shaft
in a state that specimens were put into a specimen pan. The
calcul